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SUMMARY 

The e f f e c t  of a boundary-layer bleed a t  the start of a 30' half- 
angle f l a r e  upon the shape of the flow boundaries, the pressure distri-  
bution on the f l a r e ,  and the heat t r ans fe r  t o  the f l a r e  was studied a t  
a Mach number of 6.8. The forebody was an  ogive cylinder. Test Reynolds 
numbers, based on forebody length, ranged from 1 X 10 6 t o  7.4 X 10 6 . 
Schlieren photographs showed the e f f e c t  produced upon the flow boundaries 
by varying the dimensions of the bleed i n  both the radial and a x i a l  
d i rec t ions  and by blunting the l i p  a t  the leading edge of the f l a r e .  
The heat t r ans fe r  and pressure d is t r ibu t ion  on the f l a r e  were correlated 
with the shape and nature of the flow boundaries,, 

INTRODUCTION 

Flares a r e  of ten used as a device t o  s t ab i l f ze  missi les .  They 
A f ac to r  could a l s o  be used t o  control  the drag of reentry vehicles.  

t o  be considered i n  t h e i r  use, however, is the influence of separation 
upon the effectiveness of the f l a r e .  The extent of separation induced 
by unfavorable pressure gradients transmitted forward by s teps ,  wedges, 
and f l a r e s  has been widely investigated.  It has 
been shown t h a t  separation ahead of a 30' half-angle f l a r e  is  reduced 
by an increase i n  Reynolds number when the separated boundary is t r ans i -  
t i ona l ,  and t h a t  separation becomes almost nonexistent when t r ans i t i on  
occurs on the body ahead of separation ( r e f s .  7 and 8). The extent of 
separation ahead of a f l a r e  may a l t e r  the s t a b i l i t y  der ivat ives  of the 
vehicle, the drag produced by the f l a r e ,  and the  heat t r ans fe r  t o  the  
f l a r e  i n  high-speed f l i g h t  ( r e f s .  7 t o  15). 

(See r e f s .  1 t o  8.) 

"Title, Unclassified. 

CONFIDENTIAL 



2 CONFIDENTIAL 

One possible method of control l ing the extent of separation a t  
high a l t i t u d e s  and low Reynolds numbers i s  the incorporat$on of a 
boundary-layer bleed a t  the start of the f l a r e  ( refs .  8 and 16). 
Regulation of the bleed would provide l imited programing of the drag of 
a reentry vehicle. Peak heating e f fec ts ,  charac te r i s t ic  of the  reattach- 
ment of the boundary layer,  could be minimized by control of the  posi- 
t i on  of reattachment. A t  lower a l t i t d e s  and higher Reynolds numbers, 
where the separation ahead of the flare i s  negligible and the  boundary 
layer  i s  turbulent over the e n t i r e  f l a r e ,  the bleed could reduce the  
heat t r ans fe r  t o  the flare by bleeding off  the turbulent boundary layer  
and allowing the start of a new laminar boundary layer  on the foremost 
surface of the f l a r e .  

The purpose of the present invest igat ion was t o  study the e f f e c t  
of a boundary-layer bleed a t  the start  of a f h r e  upon the shape of the  
flow boundaries set up by an ogive-cylinder body with fineness r a t i o  of 
approximately 10 followed by a 30° half-angle f l a r e  and upon the  heat  
t r ans fe r  and pressure d is t r ibu t ions  over -the surface of the f l a r e .  
Models were t e s t ed  a t  a Mach number of approximtely 6.8 and Reynolds 

6 numbers ranging from 1 X lo6 t o  7.4 X 10 based on free-stream condi- 
t i ons  ahead of the model and on the forebody length. This range of 
Reynolds numbers was su f f i c i en t  t o  allow t e s t i n g  with laminar, t rans i -  
t iona l ,  and turbulent  separated boundary layers. The experimental 
r e s u l t s  were compared with calculated r e su l t s  by using a combination 
of schl ieren data, two-dimensional and three-dimensional compressible- 
flow theories,  and l a m i n a r  and turbulent f l a t - p l a t e  heat- t ransfer  
theories.  

SYMBOLS 

local skin f r i c t i o n  a t  beginning of interact ion 
CfO 

cP 

d 

pressure drag coeff ic ient  of f l a r e :  CDp = s,’ CPd(kf 

l o c a l  pressure coeff ic ient  

diameter of entrance of f l a r e  
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base diameter of f l a r e  

surface distance from leading edge of f l a r e  t o  s ta t ion  

Mach number 

Prandtl  number 

Stanton number based on stream conditions ahead of model 

average Stanton number on surface of f l a r e  

l o c a l  pressure necessary t o  separate boundary layer  

l o c a l  pressure a t  beginning of in te rac t ion  
* 

l o c a l  radius of body and f l a r e  

radius of f l a r e  base 

Reynolds number based on stream conditions ahead of the model 
and on forebody length 

Reynolds number based on l o c a l  conditions a t  beginning of 
in te rac t ion  

surface distance from base of f l a r e  t o  measuring s t a t ion  
locations 

surface distance from base t o  leading edge of f l a r e  

a x i a l  dimension of flare bleed gap 

a x i a l  coordinate used on forebody 

radial dimension of f l a r e  bleed gap 

angle of separation near the start of separation 

Tunnel 

The present invest igat ion was conducted i n  the Langley 11-inch 
hypersonic tunnel  described i n  references 17 and 18. A i r  i s  s tored a t  
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50 atmospheres' pressure and i s  released t o  the s e t t l i n g  chamber and 
nozzle through an adjustable  pressure-regulating valve and an a i r  heater  
with tube resis tance elements of nickel-chromium alloy. 
replaces the storage heater  described i n  refs.  17 and 18.) 
dimensional nozzle constructed of Invar and designed f o r  a Mach number 
of 7 was used for t h i s  investigation. 

(This a i r  heater  
A two- 

Models 

The basic  shape studied i n  t h i s  investigation was an ogive- 
cylinder forebody with a TO0 half-angle ta i l  f la re .  A view of the  
assembled model i s  shown i n  f igure 1. Two forebodies of d i f f e ren t  
diameters were used i n  the tests t o  allow control  of the r a d i a l  dimen- 
sion of the flare bleed gap. 
nose shapes of f ineness r a t i o  5 modified by placing a 10' half-angle 
cone, tangent t o  the nose, a t  the t i p .  The smaller ogive nose was 
followed by a 1.5-inch-diameter cylinder f s  diameters i n  length t o  com- 
p le te  the forebody and i s  designated forebody I. 
obtained by increasing the ogive-nose dimensions by 20 percent, but was 
followed by a cylinder shorter  than the cylinder of forebody I so that  
the overa l l  length was 15.474 inches f o r  each forebody. 
bodies could be positioned a t  d i f f e ren t  distances ahead of the f l a r e  t o  
allow control  of the a x i a l  dimension of the flare bleed gap. The fore- 
bodies were constructed of so l id  s t ee l ,  and nei ther  temperature nor 
pressure data were taken on t h e i r  surfaces. 

Both forebodies had Karman minimum-drag 

Forebody I1 was 

These fore- 

Three d i f f e ren t  flares were used i n  the t e s t s  as shown i n  f igure 2. 
A l l  f l a r e s  had base diameters of 4.64 inches and were 0.10 inch thick. 
One of the  flares had a sharp leading edge and w a s  1.80 inches i n  diam- 
e t e r  a t  the entrance, and the other  two had leading edges blunted t o  
a 0.05-inch radius and had inside diameters a t  t h e i r  entrances of 
1.80 inches and 2.10 inches. 
SAE 1020 carbon s t ee l ,  and a l l  permanent assemblies of parts were 
e f fec ted  by s i l v e r  solder. All the  t e s t  configurations used i n  t h i s  
invest igat ion were assembled by combining the  f l a r e s  and forebodies 
i n  d i f f e ren t  posi t ions with regard t o  the leading edge of the  flare. 

The pa r t s  of the  flare were machined of 

Test Conditions 

For these tests it was considered important t o  vary the Reynolds 
number over a wide range. 
through the stagnation pressure, but was affected somewhat by the 
inc identa l  var ia t ion  i n  stagnation temperature between runs. 
n e l  stagnation pressures used were as low as 5.2 atmospheres and as 
high as 41 atmospheres, and the stagnation temperatures ranged f r o m  
about 1,050° R t o  about 1,190' R. 

The Reynolds number was controlled primarily 

The tun- 

Tunnel ca l ibra t ions  have indicated 
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a Mach number of 6.86 f 0.04 i n  the cent ra l  core of uniform flow a t  a 
stagnation pressure of 30 atmospheres and a t  a time 60 seconds a f t e r  

the start. The cen t r a l  core of uniform flow measures about 6- inches 

i n  the v e r t i c a l  d i rec t ion  and about 6 inches i n  the horizontal  direc-  
t ion.  However, the tunnel Mach number var ies  with the tunnel stagna- 
t i o n  pressure and with the time during the run from about 6.5 near the 
start of the low-pressure runs t o  nearly 6.9 f o r  the high-pressure runs 
a t  about 60 seconds a f t e r  the start. 

6 free-stream conditions and forebody length ranged from about 1.0 X 10 

1 
2 

Test Reynolds numbers based on 

t o  7.4 x 106. 

Instrumentation 

Thermocouples and pressure o r i f i c e s  were in s t a l l ed  along three 
rays 90' apart on the surface of the f l a r e .  The thermocouples were of 
No. 30 gage (0.010-inch-diameter) chromel-alumel wire and were located 
a t  i den t i ca l  s t a t ions  w i t h  respect t o  the t r a i l i n g  edge. These thermo- 
couples were soldered in to  holes i n  the model skin so that t h e i r  effec- 
t i v e  measuring junctions were located on the inner surface. Since the 
skirts of these flares were of varying lengths, the sharp and blunt 
f l a r e s  with entrances 1.80 inches i n  inside diameter had 9 and 10 tem- 
perature s ta t ions ,  respectively,  and the blunt flare with an  entrance 
2.10 inches i n  inside diameter had 8 temperature s ta t ions.  The sharp 
and b lunt  f l a r e s  with entrances 1.80 inches i n  inside diameter were 
instrumented with an  in t e rna l  pressure o r i f i c e  ( f ig .  1) and two external  
pressure o r i f i c e s  ( f ig .  2). Both the external  and in t e rna l  o r i f i c e s  
were 0.040 inch i n  inside diameter. The blunt f l a r e  w i t h  an entrance 
2.10 inches i n  inside diameter had f i v e  ex terna l  pressure o r i f i c e s  as 
well  as the i n t e r n a l  o r i f i ce .  The in t e rna l  o r i f i c e  of t h i s  f l a r e  was 
0.100 inch i n  inside diameter while the ex terna l  o r i f i c e s  were 0.040 inch 
i n  inside diameter. 

The temperature measurements included tunnel stagnation temperature 
and f l a r e  skin temperature. The stagnation temperature was  measured by 
shielded thermocouples d is t r ibu ted  a t  various s t a t ions  i n  the s e t t l i n g  
chamber. These temperatures were recorded by 12-channel self-balancing 
potentiometers. The temperatures sensed by the thermocouples i n  the 
f l a r e  skin were recorded by the same method f o r  some of the t e s t s ,  but 
were recorded both by potentiometers and by fast-response oscil lographs 
f o r  other  t e s t s .  The experimental r e s u l t s  f romthe  two types of records 
were found t o  agree closely,  and the oscil lograph records were e a s i e r  
t o  use. Since i n  most cases the s t a t ions  i n  one ray were connected t o  
potentiometer recorders and the s t a t ions  i n  the other  ray were connected 
t o  oscil lograph recorders, the oscil lograph data were complete and were 
used alone i n  these cases. One stagnation thermocouple w a s  read on an 
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oscil lograph t o  a i d  i n  the determination of zero time and t o  determine 
qua l i ta t ive ly  the var ia t ion  of stagnation temperature with time near 
the start of the run. 

Flare pressures were recorded on f i l m  by the evacuated-capsule 
instruments described i n  reference 17. When possible, pressure c e l l s  
were chosen t o  give near fu l l - sca le  def lect ion f o r  the pressure recorded. 
The stagnation pressure was recorded manually from the indicat ion of  a 
high-accuracy burdon gage. 

The shape and the nature of the flow around the model were obtained 
from a schl ieren system which had a single-pass ver t ical-Z l i g h t  path 
with a horizontal  knife edge. 
project  the image on a screen f o r  v i sua l  observation o r  t o  rzcord the 
image on s t i l l  o r  motion-picture f i lm.  The l i g h t  source f o r  the  s t i l l  
photographs was a spark-fired mercury-vapor Lamp w h i c h  was operated f o r  
a l i g h t  duration of about 3 microseconds. The same lamp was operated 
continuously with a lower in t ens i ty  f o r  the motion-picture records. 
The maximum speed of these records w a s  about 7,000 frames per second. 

This system may be arranged e i t h e r  t o  

TEMPERATURE- DATA REDUCTION 

The heat t r ans fe r  t o  the f l a r e s  was determined by a t r ans i en t  
method. 
t e s t  flow conditions and determining the time r a t e  of change of model 
temperature near the start of the t e s t .  The method has been out l ined 
i n  d e t a i l  i n  reference 6 and has the  advantage of reducing o r  eliminating 
any possible correction f o r  conduction i n  the model skin. Also, the 
constant-wall-temperature theo re t i ca l  solut ions may be compared with 
the experimental r e s u l t s  with more va l id i ty .  The experimental heat- 
t r a n s f e r  r e s u l t s  a r e  presented i n  the form of the nondimensional p a r a m -  

e t e r  Ns t f i ,  where the flow conditions used a re  the free-stream condi- 
t i ons  ahead of the model and the cha rac t e r i s t i c  length used i s  the length 
of the forebody. 

This method consisted of suddenly subjecting the model t o  the 

Because of the uncertainty involved i n  a p r i o r i  assumptions of 
l a m i n a r ,  t r ans i t i ona l ,  o r  turbulent  boundary-layer flow f o r  the choice 

based on l o c a l  stream conditions, was used f o r  a l l  resu l t s .  This high 
value was chosen because most flow a f t e r  reattachment was t r a n s i t i o n a l  
o r  turbulent  and a l s o  because the stream temperature was low enough 
(1500 R )  t o  produce a somewhat high P rand t l  number (0.77) i n  the case 
of the heat t r ans fe r  under the separated laminar boundary. The grea tes t  
e r r o r  i n  the calculat ion of the heat- t ransfer  coef f ic ien t  caused by t h i s  
choice of recovery f ac to r  occurred when separation was prevented by a 

of recovery fac tor ,  a constant value f o r  recovery f ac to r  llNpr of 0.88, 
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large gap. These r e s u l t s  could be as much a s  6 percent lower than the 
values which would have been calculated with a more r e a l i s t i c  recovery 
f ac to r  of about 0.84 f o r  t h i s  case. 

RESULTS AND DISCUSSION 

Shape and Nature of the  Separated Boundary Layer 

Observations of the shape and nature of the flow over these t e s t  
configurations show trends s i m i l a r  t o  those f o r  s i m i l a r  body shapes i n  
references 7 and 8 and a l s o  s i m i l a r  t o  those f o r  other  body shapes i n  
references 1 t o  6. 
ahead of the  f l a r e  when the pressure r i s e  caused by the shock a t  the  
start of the f l a r e  exceeded the maximum allowable f o r  an attached 
boundary layer. 
i n  which the boundary separated s l i g h t l y  ahead of the constant-diameter 
cy l indr ica l  segment of the body and attached a t  the  t r a i l i n g  edge of 
the  f l a r e  t o  one i n  which no separation ahead of the  f l a r e  w a s  observed. 

The flow separated from the surface of the  body 

The region of flow separation varied i n  s ize  from one 

A qua l i ta t ive  idea of the  e f f e c t  of the  d i f f e ren t  boundary-layer 
bleeds as w e l l  as the  e f f e c t  of the d i f f e ren t  t e s t  Reynolds numbers 
upon the flow i s  shown i n  the schlieren photographs of f igures  3 and 4. 
The horizontal  rows of photographs show the change produced by d i f -  
f e r en t  f lare-bleed gaps a t  approximately the  same Reynolds numbers. In 
general, the  s i ze  of the flare-bleed gap i s  increasing from l e f t  t o  
r ight .  In  three instances the flow over the f l a r e  with a cer ta in  bleed 
gap i s  compared with the flow over the f l a r e  with the s a m e  bleed gap 
but with the f l a r e  plugged so that no a i r  i s  removed by the bleed gap. 
The v e r t i c a l  rows of photographs show the e f f e c t  of Reynolds number 
upon the separated boundaries f o r  f l a r e s  with the same bleed gap. 

The e f f ec t  of Reynolds number upon the separated boundary over 
the  model with no flare bleed ( f ig .  3(a)) has been previously described 
i n  references 7 and 8. A t  low Reynolds numbers, when the flow i s  
e n t i r e l y  laminar i n  the region of separation, the start of separation 
moves forward s l i g h t l y  with increasing Reynolds number as i s  expected 
f o r  t h i s  case ( re f .  2). A s  the  Reynolds number increases and the  
boundary layer  over the separated region becomes t rans i t iona l ,  the  
posi t ion of the  start  of separation moves back toward the f l a r e .  When 
the Reynolds number i s  high enough t o  cause the start of t r ans i t i on  
ahead of separation, the region of separation i s  reduced t o  the barely 
perceptible separation bubble seen i n  f igure 3(a) with RL = 6.8 X lo6. 

The schl ieren movies showed a varying amount of unsteady flow as 
a r e s u l t  of the separated regions. In  some tests there  w a s  a rapid 
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small-amplitude f luctuat ion of the posi t ion of the start of separa- 
t ion ,  which was amplified t o  a l a rge r  amplitude f luctuat ion of the 
posit ion of reattachment. In  other  t e s t s  the separated region w a s  
seen t o  collapse f o r  an ins tan t  a t  random in te rva ls  of time. The 
free-stream Reynolds number w a s  varied slowly f o r  some of these tests, 
and the tendency t o  collapse was seen over the en t i r e  Reynolds number 
range. There i s  a strong poss ib i l i t y  t h a t  the violent  unsteadiness ~ 

which led  t o  complete collapse of the separated boundary was caused 
a t  l e a s t  i n  pa r t  by unsteadiness of the flow i n  the tunnel. It i s  
l i k e l y  that t h i s  unsteadiness w a s  coupled with the movement of t r ans i -  
t i on  on the separated boundary. 

Along with the f luctuat ion of the posi t ion and shape of the 
separated boundary, a higher-frequency f luctuat ion i s  apparent i n  the 
spark schl ieren pictures  of f igures  3 and 4, which were taken with a 
l i g h t  duration of about 3 microseconds. This higher-frequency fluctua- 
t i o n  shows up as a waviness of the separated boundary and i s  s i m i l a r  
t o  that observed i n  the flow over a spiked-nose hemisphere-cylinder i n  
reference 6. 
seen i n  the individual frames of schl ieren movies taken a t  a maximum 
of 7,000 frames per second. I n  reference 19, Stol lery,  h u l l ,  and 
Belcher reported that a high-frequency unsteady flow was seen on a 
spiked-nose blunt body a t  
e ight  sparks could be obtained a t  10-microsecond in te rva ls  by means 
of a multiple-spark source. 
mined t o  be about 25,000 cycles per second. 
similar bodies have been reported by Mair t o  be 6,000 cycles per sec- 

cycles per  second a t  M = 14 i n  helium (ref. 21). 

In  ne i ther  study i s  t h i s  higher-frequency f luctuat ion 

M = 6.8. .In t h a t  par t icu lar  investigation 

The frequency of f luctuat ion was deter- 
Frequencies seen on 

ond a t  M = 1.96 ( re f .  20) ,  and by Bogdonoff and Vas t o  be about 10 4 

Before discussing the e f fec t  of the  f l a r e  bleed upon the nature 
of the  separated region ahead of the f l a r e ,  the  r e s u l t s  of the internal-  
pressure measurements of the flare should be mentioned. For part of 
the tests the l ag  t i m e  was a serious problem, but the value of the 
i n t e r n a l  f lare pressure was indicated t o  be roughly one-half the free-  
stream value. This i s  somewhat higher than the expected base pressure 
(refs. 22 t o  25) ,  but the pressure inside the f l a r e  may reasonably be 
expected t o  be above the base pressure because of the shock loss t o  
the high-energy air  entering the flare. 
a f fec ted  s l i g h t l y  by the pressure transmitted forward along the s t i ng  
mount. 
double the free-stream pressure. These r e s u l t s  occurred during t e s t s  
a t  the highest  Reynolds number with the l a rges t  boundary-layer bleed 

s i zes  ( R ~  = 7 x 106: 
4(g) ,  and 4(h) f o r  blunt- l ip  f l a r e ) .  It i s  probable t h a t  the shock 
loss of the  high-energy a i r  near the  entrance of t he  f l a r e  caused a 

The base pressure may be 

Some of the measured in t e rna l  f lare pressures were approximately 

f ig .  ? (e )  f o r  sharp-lip f l a r e ;  f igs .  4 ( f ) ,  
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choking of the e x i t  o r i f i c e s  of the f l a r e  i n  these cases. The flow 
boundary j u s t  ahead of the f l a r e  i n  these cases appears t o  have been 
affected by t h i s  addi t iona l  i n t e rna l  f l a r e  pressure i n  t h a t  the separa- 
t i o n  i s  s l i g h t l y  more extensive and the location of reattachment has 
been displaced s l igh t ly .  

The e f f ec t  of the changes i n  s ize  and shape of the boundary-layer 
bleed gap upon the shape and extent  of the separated region i s  strongly 
dependent upon the Reynolds number of the t e s t .  
ures 3 and 4 a t  high Reynolds numbers (RL = 7 X 106), the  separated 
region w a s  almost nonexistent f o r  models w i t h  no gap; thus even when a 
small gap w a s  present with a sharp l i p ,  no apparent separation w a s  
v i s ib le .  
t h a t  the smallest  ax ia l  bleed dimension ( f ig .  3(b))  had l i t t l e  e f f e c t  
upon the extent  of separation, whereas with the smallest r a d i a l  dimen- 
sion ( f ig .  3(c))  the "dead air'' region w a s  completely swallowed. Here 
it appears t h a t  the r a d i a l  dimension of the bleed has more e f f e c t  upon 
the extent  of separation than the a x i a l  dimension. 
ber the width of the r a d i a l  gap was s l i g h t l y  l a rge r  than the laminar 
boundary-layer thickness a t  the start of the f l a r e  as determined by 
equation (14) of reference 26. A t  the  two lowest Reynolds numbers 
(RL = 1.8 X 106 
region appeared l i t t l e  influenced by any of the sha rp l ipped  bleed con- 
f igura t ions  tes ted.  A t  these Reynolds numbers the width of the r a d i a l  
gap was l e s s  than the laminar boundary-layer thickness a t  the start of 
the  f l a r e .  

I n  the t e s t s  i n  f i g -  

L 
L 
? 
) A t  intermediate Reynolds numbers (RL = 3.5 x d), it appeared 

A t  t h i s  Reynolds nun- 

and RL = 1 X 16) the shape and extent  of the separated 

Schlieren movies showed that the  unsteady charac te r i s t ics  of the 
separated boundary were l e s s  pronounced with the f l a r e  gap than  with 
no gap. 
t o  the forebody; t h a t  is, the s ize  of the axial. bleed gap was varied 
during the t e s t s .  The separated flow was steady with movement of the 
f l a r e  except a t  the in s t an t  when the gap became large enough t o  swallow 
the separation. A t  that in s t an t  the separation disappeared between 
frames taken a t  about 32 frames per second. It reappeared between 
frames as the gap was reduced i n  size.  A s l i g h t  hys te res i s  i n  t h i s  
e f f e c t  was seen i n  that before the separated boundary snapped in to  
place the gap was reduced t o  a s i ze  smaller than the s ize  which was 
necessary t o  again prevent separation. 

For some t e s t s  the f l a r e  was moved back and f o r t h  with respect 

Blunting the l i p  of the f l a r e  had an  important e f f e c t  upon the 
flow boundaries. The pressure r i s e  caused by the blunt l i p  was t r a n s -  
mitted forward and resul ted i n  a thickening of the boundary layer  even 
though the bleed was su f f i c i en t ly  large to prevent any extensive separa- 
t ion.  This e f f e c t  was observed even when the axial  dimension of the 
bleed was several  boundary-layer thicknesses ( f o r  example, f i g .  4 (h ) ) ,  
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and thus the pressure r i s e  due t o  the strong shock standing off  the 
blunt l i p  was transmitted forward through the subsonic part of the 
separated boundary layer. 
(y/D = 0.065) were used with the blunt l i p  than with the sharp l i p  
(y/D = 0.032). 
enough t o  prevent extensive flow separation a t  the lowest t e s t  Reynolds 
number (RL x 1 X lo6). 
layer  bleed would have prevented separation ahead of the f lare with the 
sharp leading edge a t  the  lowest Reynolds number. 

Larger r a d i a l  boundary-layer bleeds 

The l a rges t  bleeds ( f igs .  4(g) and 4(h) )  were large 

Thus it may be concluded that a l a rge r  boundary- 

A rearward-facing s tep  which causes a separated boundary ahead of 
a wedge o r  flare has been suggested i n  reference 3 as a means of 
reducing the extent  of separation by allowing the boundary layer  t o  
gain more momentum and be be t t e r  able  t o  withstand the pressure r i s e  
a t  reattachment. An a t t e m p t  t o  observe t h i s  e f f ec t  on some of the 
configurations of t h i s  investigation resul ted i n  the flow p ic tures  
shown i n  f igures  3( f ) ,  4(e),  and 4 ( i )  with the flow blocked i n  the  
flare. No attempt was made t o  measure heat  t r ans fe r  o r  pressure i n  
the t e s t s  with the flow blocked i n  the  f l a r e ,  but the e f f e c t s  of the 
flow block upon the heat t r ans fe r  and pressure d i s t r ibu t ion  can be 
inferred from the changes i n  the shape of the  flow boundaries. In  
comparing the flow boundaries f o r  the models having no gap with the 
flow boundaries f o r  the models having an effec+,ive depressed region, 
the shape of the flow boundaries i s  seen t o  d i f f e r  s l i g h t l y  a t  the  
highest  Reynolds number (RL cz 7 X lo6),  which w a s  su f f i c i en t ly  high t o  

prevent separation f o r  the  models with no gap, but a t  a l l  lower Reynolds 
numbers (RL x 5 X lo6 and below) the shape of the flow boundaries i s  
e s sen t i a l ly  unchanged. Thus, i n  t h i s  pa r t i cu la r  appl icat ion the 
rearward-facing s tep  ahead of the flare caused negl igible  reduction i n  
the extent  of separation. Perhaps the f a i l u r e  of the  s t ep  t o  reduce 
separation i n  t h i s  case i s  due t o  insuf f ic ien t  distance between the 
s tep  and the  f l a r e .  

The e f f e c t  of bleed dimensions and Reynolds number on the angle 
of flow separation i s  shown i n  f igure 5 ,  and t h e i r  e f f e c t  on the loca- 
t i o n  of the  reattachment point i s  shown i n  f igure  6 f o r  the  sharp-lip 
f l a r e .  The dashed l i n e s  indicate  regions where the shape of the  f a i r ed  
curve i s  uncertain. The s c a t t e r  of the data i n  f igure 5 prevents any 
accurate quant i ta t ive conclusions, but the data of f igure 6 again sup- 
por t  the conclusion that the enlargement of the r a d i a l  dimension of 
the boundary-layer bleed has more e f f e c t  than the enlargement of the 
axial dimension. 

"he angle of separation as predicted by the  wedge pressure result 
of a simple order-of-magnitude analysis of fYee in te rac t ions  
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- 1/4 e - & - (Rxo) from ref. 1 has been included i n  f igure  5. 

&e experimental values would not be expected t o  follow this theory 
except i n  general, since f o r  the longest separation the start of sepa- 
ra t ion  occurs on the ogival  nose and thus i s  moving i n  a region of Mach 
number gradient which includes some curvature of the surface. 

Pressure Distribution on Flares  

Only two pressure o r i f i c e s  were in s t a l l ed  i n  each of the f l a r e s  
with blunt leading edge and sharp leading edge which were used f o r  the 
t e s t s  w i t h  radial dimensions of boundary-layer bleed of 
y/D = 0.032. 
i n  f igures  7 and 8. Measurements of pressure a t  only two s ta t ions ,  
however, were inadequate t o  f a i r  the pressure-distribution curves 
shown i n  these f igures .  The flare-pressure data from another model 
with no gap a t  the start of the f l a r e ,  with the same forebody coordinates 
as the small forebody used i n  t h i s  investigation, but with a smaller 
base diameter (3.87 inches) was studied t o  obtain a more accurate idea 
of the correct  shape of the  pressure d is t r ibu t ion .  These data a r e  shown 
i n  f igure  9 and suggest the assumption that the shape of the curve 
f o r  pressure p lo t ted  against  i n  the region of reattachment i s  
s imilar  a t  d i f f e ren t  Reynolds numbers, and that a Reynolds number varia- 
t i o n  causes a relocat ion of t h i s  basic  pressure d i s t r ibu t ion  along with 
the relocat ion of reattachment. For want of a be t t e r  method t o  deter-  
mine the pressure d is t r ibu t ions  over the f l a r e s ,  it was assumed that 
the basic shape of the pressure d is t r ibu t ion  i n  the region of reattach- 
ment was not seriously a l t e r ed  by the use of a f l a r e  bleed. The accu- 
racy of t h i s  assumption was t e s t ed  i n  the only manner avai lable .  The 
shape of the curve i n  the reattachment region of f igure  9 was compared 
with the shape seen on the b lunt - l ip  f l a r e  i n  f igure 8(a) i n  the case 
which had extensive separation (L/D = 0.048, This com- 
parison i s  probably the one which allows the  widest probable divergence 
i n  the shape of the pressure d i s t r ibu t ion  i n  the region of reattach- 
ment. Although these shapes do not agree exactly, it i s  f e l t  that the 
e r r o r s  introduced by the assumption of s imilar  shapes of pressure 
d i s t r ibu t ion  i n  the  region of reattachment do not inval idate  the con- 
clusions based on t h i s  assmption.  

y/D = 0 and 
The pressures recorded a t  these two s t a t ions  a re  shown 

( r / R ) *  

y/D = 0.065). 

The pressures j u s t  behind reattachment on the f l a r e  were calculated 
from the l o c a l  free-stream propert ies  of the air f low j u s t  ahead of 
separation i n  f r o n t  of the f l a r e  and f r o m  the angles of the separated 
boundaries measured from the schl ieren pictures.  This was accomplished 
by determining the new stagnation pressure and Mach number behind the 
bow shock from the cone angle and by assuming a l l  subsequent expansions 
and compressions t o  be two dimensional i n  nature. The expected shape . 

CONFIDENTIAL 



............... ....... . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . .  
0 .  0 .  0 . 0  0.. a * .  ........................ 

12 CONFIDENTIAL 

of the pressure d is t r ibu t ion ,  the locat ion of the posi t ion of reattach- 
ment, the calculated pressures a f t e r  reattachment, and the two avai lable  
measured pressures were used i n  f a i r i n g  the curves of f igures  7 and 8. 
Pressures were measured on the sharp-lip f l a r e  and on the blunt- l ip  
f l a r e  with the smaller r a d i a l  gap a t  the lowest Reynolds number 
(RL = 1.1 X lo6), but the l a g  e r ro r s  f o r  these data were so grea t  as 

t o  inval idate  the resu l t s .  Lag w a s  no problem i n  the case of the blunt- 
l i p  f l a r e  w i t h  the  l a rge r  r a d i a l  gap since pressure leads of a l a rge r  
diameter were used. 

A s tep  i n  the pressure data on the blunt f l a r e  with the l a rge r  
radial bleed gap (y/D = 0.065) i s  c l ea r ly  defined i n  f igures  8(a), 
8(b) ,  8 (c ) ,  and 8(d).  The reason f o r  t h i s  s tep  i s  c l ea r ly  shown i n  
the schl ieren p ic tures  of f igures  4 ( f ) ,  4(g),  and 4(h). 
th i s  w i d e  gap has prevented the extensive separation seen f o r  a model 
with no gap and smaller gaps a t  low Reynolds numbers, a s l i g h t  separa- 
t i o n  i s  caused by the pressure r i s e  of the blunt l i p ,  as has been 
previously mentioned. The shock from the start of t h i s  separation 
crosses the  shock from the start of the f l a r e  i n  the neighborhood of 
the s t ep  i n  the pressure data. Transit ion ahead of separation has 
prevented laminar separation i n  f ron t  of the base of the forebody f o r  
the t e s t s  a t  the highest  Reynolds number (RL = 7 X lo6), and has pre- 
vented the shock crossing seen a t  lower Reynolds numbers. 
lack of the s tep  i n  the pressure d a t a  of f igure  8 ( e )  i s  expected. No 
shock crossing i s  seen i n  flow over f l a r e s  with the smaller rad ia l  
bleed gap (y/D = 0.032); thus no similar s tep  i n  the pressure data 
i s  expected i n  any of the t e s t s  of e i t h e r  flare with only two surface- 
pres sure measurements. 

Even though 

Thus the 

The f l a r e  pressure d is t r ibu t ions  of f igures  7 and 8 were integrated 
t o  determine how the pressure drags were influenced by the various 
boundary-layer bleeds and Reynolds numbers and thus by the varying 
shape of the separated boundaries. Since the l o c a l  pressure coeff i -  
c i en t s  were p lo t ted  against  i n  f igures  7 and 8, the a reas  
under the curves a r e  the pressure-drag coef f ic ien ts  of the  f l a r e s  
provided a base pressure equal t o  free-stream pressure i s  assumed. 
The drag of the f l a r e  with the sharp l i p  i s  shown i n  f igure 10. The 
r e s u l t s  a r e  not unexpected i n  the l i g h t  of the  schlieren and pressure 
r e s u l t s  a l ready shown. 
e f f e c t  on f l a r e  drag a t  Reynolds numbers of approximately 5 X 10 6 and 

7 X 106. 
i n  much the same manner regardless of the bleed s ize  a t  these Reynolds 
numbers. 
the data f o r  no bleed and f o r  a bleed-gap radial  dimension of 0 a r e  
both about 30 percent below the values f o r  the attached flow, but  with 

( r / R ) 2  

The presence of the  f l a r e  bleed has had l i t t l e  

This i s  the r e s u l t  t o  be expected since the flow was attached 

A t  the  lower Reynolds number of approximately 3.5 X 10 6 , 
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the larger  bleeds, a t  the higher Reynolds numbers, the drag coeffi-  
c ients  are i n  close agreement with the f i l l y  attached values. This 
r e s u l t  i s  again consistent with the appearance of the corresponding 
schlieren resu l t s .  
the re la t ive  values of the data show the e f f ec t  of the f l a r e  bleed gap 
i n  increasing the f l a r e  drag. These r e su l t s  agree with the observa- 
t i on  that a t  these lowest Reynolds numbers the la rges t  bleed gap used 
reduced the extent of the separation somewhat, but did not prevent 
separation. The f a i r ed  pressure-drag curve from reference 7 has been 
added t o  f igure 10 t o  show the trend found f o r  a f l a r e  with no bleed 
over a s l i g h t l y  greater  Reynolds number range. 

A t  the lowest Reynolds number (RL = 1.8 X lo6) 

The drag of the flare with the blunt l i p  i s  shown i n  f igure 11. 
The r e su l t s  shown here a re  s imilar  i n  some respects t o  the r e s u l t s  f o r  
the sharp-lip f l a r e .  Again the presence of the f l a r e  bleed had l i t t l e  
e f f ec t  upon the drag a t  the higher Reynolds numbers, since the f l a r e  
bleed did not change the shape of the flow boundaries a t  Reynolds num- 
bers of about 3.5 X 10 6 and above. 
numbers of about 1.9 X 10 and 1 X 10 the data show the extensive 
e f f ec t  of the f l a r e  bleed gap upon the f l a r e  drag. With the la rges t  
bleeds the drag coeff ic ients  observed were i n  agreement with values 
f o r  attached flow. This r e s u l t  w a s  i n  accord with the schlieren observa- 
t ions  which showed that separation was prevented even a t  the lowest 
Reynolds number by the la rges t  two bleeds with the blunt f la re .  The 
s ize  of the la rges t  r ad ia l  bleed gap f o r  the blunt l i p  was more than 
double that of the la rges t  radial bleed gap tes ted  with a sharp l i p ,  and 
again the conclusion i s  drawn that separation could have been prevented 
i n  the case of the sharp l i p  i f  a larger bleed had been tried.  

A t  the two lowest t e s t  Reynolds 
6 6 

Heat Transfer t o  Flare 

The heat t ransfer  t o  the f l a r e  with the sharp leading edge i s  
shown i n  f igure 12. 
gap a re  similar t o  the findings of references 7 and 8. 
t e s t  Reynolds number the separation i s  extensive, and reattachment 
occurs a t  the t r a i l i n g  edge of the f la re .  
f l a r e  increases toward a  l la xi mum value near the t r a i l i n g  edge of the 
flare. A t  the next t e s t  Reynolds number, approximately twice the value 
of the lowest, the values of the heat t ransfer  a r e  higher and again 
they increase toward the reattachment point. The increased slope of 
t h i s  group of data may be a t t r ibu ted  t o  the f a c t  that t r ans i t i on  of 
the separated boundary occurred over the f l a r e  surface. A t  the next 
highest Reynolds number the separated boundary was observed t o  reat tach 
about midway between the start and the t r a i l i n g  edge of the f la re .  The 
heat t r ans fe r  i s  observed t o  reach a maximum j u s t  behind the apparent 

The experimental r e su l t s  f o r  this flare with no 
A t  the lowest 

The heat t ransfer  t o  the 
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locat ion of reattachment. These heat- t ransfer  data a r e  i n  fa i r  agreement 
with the curve predicted by Van Dr ie s t ' s  f l a t -p l a t e  turbulent theory 
( re f .  27) by using the Van Driest  turbulent  cone ru le  ( re f .  28). In  
calculat ing t h i s  curve the boundary layer  was assumed t o  start a t  the  
point of reattachment and the free-stream conditions were assumed t o  be 
those calculated behind the reattachment shock i n  the same manner as 
the pressures previously shown i n  f igure 7. A t  the highest  Reynolds 
number the extent  of the separated region i s  very small and the heat 
t r ans fe r  i s  a maximum near the start of the f l a r e .  In  t h i s  case the 
data f a l l  above the theory but with reasonable agreement. 

To the r igh t  of the no-gap heat- t ransfer  r e su l t s  i n  f igure 12 a r e  
the r e s u l t s  of t e s t s  with various-sized boundary-layer bleeds. The 
shape of the heat- t ransfer  d i s t r ibu t ion  i s  a d i r ec t  r e s u l t  of the shape 
of the separated boundaries shown i n  f igure 3 and the shape of the 
pressure d i s t r i b u t i o n s  seen i n  f igure  7. For the second s e t  of d a t a  
seen i n  f igure  12, x/D = 0.032, and y/D = 0. The schlieren photographs 
show that t h i s  f l a r e  bleed gap had l i t t l e  e f f e c t  upon shape of the 
separated region. Likewise, the heat- t ransfer  r e s u l t s  f o r  t h i s  con- 
f igura t ion  show only a s l i g h t  var ia t ion  from the heat t ransfer  of the 
configuration with no gap. I n  t h i s  instance a change i n  the dimension 
of the ax ia l  bleed gap had l i t t l e  e f f e c t  on the aerodynamic and thermo- 
dynamic propert ies  of the  flow. 
e f f e c t  of a moderate change i n  the dimension of the axial  bleed gap, 
consider the r e s u l t s  f o r  the models with a comon r a d i a l  bleed gap 
(y/D = 0.032) but with d i f f e ren t  a x i a l  bleed gaps (x/D = 0, and 
x/D = 0.032). 
i n  the schl ieren pictures  f o r  these two cases a re  l i t t l e  changed, and 
the heat- t ransfer  r e s u l t s  show only a s l i g h t  variation. However, the 
data f o r  these two configurations with the r a d i a l  bleed gap a re  s ignif-  
i can t ly  d i f fe ren t  from the data f o r  the two configurations with no r a d i a l  
bleed gap. The heat t r ans fe r  t o  the f l a r e  i n  the separated region has 
been increased i n  the case of the l a rge r  gap, but the most s ign i f icant  
change has been the reduction i n  the heat t r ans fe r  with f u l l y  attached 
flow. This heat- t ransfer  reduction, as wel l  as i t s  agreement with the 
shape of the laminar-theory curve ( r e f .  27) corrected f o r  three- 
dimensional e f f e c t s  by the Mangler transformation ( re f .  29), suggests 
that the turbulent  boundary layer  has been removed and a Laminar boundary 
layer  has been s t a r t ed  on the surface of the f l a r e .  These decreased 
heat- t ransfer  d a t a  do not agree with the l e v e l  of the laminar theory, 
however, but tend t o  f a l l  about halfway between the laminar-theory curve 

A s  another example which shows the 

Again the shapes of the separated boundaries as observed 

and the turbulent-theory curve. A t  RL = 3.5 X lo6 it appears from 
the shape of the curve that the boundary layer  remains l a m i n a r  over the 
e n t i r e  surface of the f l a r e ,  while a t  
t i o n  on the f l a r e  i s  indicated by the trend of the data. The data i n  
f igure  12(e)  a r e  f o r  the same r a d i a l  bleed gap (y/D = 0.032) as 

RL = 7 X lo6 the start of t r ans i -  
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f igures  U ( c )  and 12(d),  but f o r  a much l a rge r  a x i a l  bleed gap 
(x/D = 0.172). 
increased above those shown i n  the previous two cases f o r  the highest  
Reynolds number (RL = 6.8 X lo6) and f o r  the lowest Reynolds number 

(RL = 1.1 X lo6), but the heat- t ransfer  r e s u l t s  f o r  the  intermediate 
Reynolds number (RL 

The heat- t ransfer  r e s u l t s  i n  this case a re  shown t o  be 

3.6 X lo6) show l i t t l e  change. 

The r e s u l t s  of using f l a r e  bleed gaps when the leading edge i s  
blunt a r e  shown i n  f igure  13. The data f o r  the configuration with no 
bleed a re  again shown f o r  comparison. 
the blunt l i p  i s  not as ef fec t ive  as the gap with the sharp l i p  i n  
reducing the heat t r ans fe r  a t  Reynolds numbers high enough t o  cause 
attached flow without a bleed. This difference i n  effect iveness  must 

separation of the boundary layer  which has been mentioned before i n  
connection with the b lunt - l ip  schlieren data and which can reduce the 
s t a b i l i t y  of the boundary layer.  A t  lower Reynolds numbers, where 
reattachment occurs on the surface of the flare i n  back of the leading 
edge, the heat- t ransfer  r e s u l t s  f o r  the blunt l i p  appear t o  be more 
s i m i l a r  t o  the sharp-lip resu l t s .  

It i s  apparent that the gap w i t h  

, be caused a t  l e a s t  p a r t l y  by the thickening and by a possible s l i g h t  

Possible heat  t r ans fe r  t o  the inside of the f l a r e  has not been 
taken in to  account f o r  any of the f l a r e  heat- t ransfer  calculat ions.  
The pressures and flow ve loc i t i e s  inside the f l a r e  were expected t o  be 
low and t o  contribute l i t t l e  t o  the heat t r ans fe r  t o  the flare. Never- 
theless ,  the magnitude of the in t e rna l  heat t r ans fe r  t o  the f l a r e  i s  
uncertain, and it can be expected t o  increase with an increase i n  the 
in t e rna l  f l a r e  pressure. I n  the cases previously mentioned w h e r e  the 
heat- t ransfer  data f e l l  above the corresponding theory, the discrepancy 
between data and theory can possibly be explained by heat t r ans fe r  t o  
the inside skin of the f l a r e .  Furthermore, i n  the heat- t ransfer  t e s t s  
a t  the highest  Reynolds number w i t h  very large bleed gaps shown i n  
f igures  12(e) ,  l3 (h) ,  13(i) ,  and 13 ( j ) ,  the pressure inside the f l a r e  
w a s  approximately double the free-stream pressure. This increased pres- 
sure was probably due t o  flow blockage a t  the e x i t  o r i f i c e s  of the f l a r e .  
These heat- t ransfer  r e s u l t s  a r e  espec ia l ly  subject t o  question. It must 
be remembered, however, that any appreciable heat t r ans fe r  t o  the inside 
of the f h r e  strengthens the conclusion that heat t r ans fe r  t o  the out- 
s ide of the f l a r e  i s  reduced by the f l a r e  bleed gap, since it i s  reason- 
able t o  expect the heat t r ans fe r  t o  the inside of the f l a r e  t o  increase 
with an increase i n  the mass flow through the f l a r e  bleed gap. 

The Effectiveness of the Flares  

"he previous discussion has shown that both pressure and heat 
t r ans fe r  on the surface of the f l a r e  a r e  grea t ly  a f fec ted  by the extent  
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of separation, the Reynolds number, and the shape and s ize  of the f l a r e  
bleed. The effect iveness  of the f l a r e  i n  producing drag with a minimum 
of heat t r ans fe r  may be studied by observing the r a t i o  Cm/Nst. 

maximum effect iveness  of the flare, the value of 

maximum. 

For 

Cm NSt should be a I- 
The e f f e c t  of Reynolds number upon the r a t i o  Cmpst has pre- 

viously been studied f o r  a similar body shape with no gap i n  reference 7. 
Even though the heat t r ans fe r  w a s  increased by a n  increase i n  Reynolds 
number i n  t h a t  invest igat ion the increase i n  drag as a d i r e c t  r e s u l t  of 
the decrease i n  separation w a s  greater  than the increase i n  heat t rans-  
f e r .  Thus it was shown that the r a t i o  CDp/Nst w a s  increased by an  

increase i n  Reynolds number i n  the range of the conditions of the t e s t s .  
Therefore it was considered l i k e l y  that the  a b i l i t y  t o  reduce the heat 
t r ans fe r  a t  high Reynolds numbers by bleeding of f  the turbulent boundary 
layer,  o r  the a b i l i t y  t o  increase the pressure drag a t  lower Reynolds 
numbers by preventing the s p r a t i o n ,  could lead t o  an even greater  
increase i n  the r a t i o  Cm/NSt over a greater  range of Reynolds numbers. 

The yesul t s  i n  f igure  14  ve r i fy  t h i s  idea. 
Cm/Nst were real ized with the sharp-lip f l a r e ,  and were 50 percent 

above the highest  values observed f o r  t h i s  same f l a r e  with no gap. 
values of C 

3.5 X lo6, where the sharp-lip f l a r e  with a r ad ia l  gap showed values 
more than double the maximum value of the same f l a r e  with no gap. A t  
lower Reynolds numbers of about 1.9 X 10 6 the sharp-lip f l a r e  was unable 
t o  prevent separation and Cm/zst dropped t o  a low value. The blunt 

leading edge prevented an increase i n  Cm/Est over the no-gap r e s u l t s  

a t  the highest  Reynolds numbers since it in te r fe red  with the start of a 
laminar boundary layer  on the surface of the f l a r e ,  but the blunt-lip 
with the l a rges t  bleed gap allowed favorably high values of Cm/NSt 

over a Reynolds number range extended t o  as low as 1 x 10 6 . This w a s  
the  configuration which prevented separation a t  a l l  t e s t  Reynolds num- 
bers  (see f ig .  4 (h) ) .  

The highest values of 

High 
were real ized a t  Reynolds numbers of about mps t  

If a wider gap were used with the sha 
f l a r e ,  it m y  be surmised that the even higher values of Cgi;: 
charac te r i s t i c  of t h i s  configuration would be extended t o  the same low 
Reynolds number. 
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CONCLUSIONS 

These tests of an ogive-cylinder body followed by a 30' half-angle 
f l a r e  a t  a Mach number of approximately 6.8 and Reynolds numbers from 
1 X 106 t o  7.4 X 106, based on free-stream conditions and the forebody 
length, have led  t o  the  following conclusions: 

1. An adequate boundary-layer bleed a t  the start of a f l a r e  may be 
used t o  prevent o r  reduce the extensive separation charac te r i s t ic  of 
the l a m i n a r  boundary layer,  o r  it may be used t o  remove the turbulent 
boundary layer  ahead of the f l a r e  and allow the start of a laminar 
boundary layer  on the surface of the f l a r e  with a reduction i n  heat 
t ransfer .  

2. Blunting the leading edge of the f l a r e ,  as may be necessary t o  
preserve it from high-temperature destruction, appears t o  in t e r f e re  
with i t s  effect iveness  i n  removing a turbulent boundary layer  ahead of 
the f l a r e  and i n  allowing the start  of a new laminar boundary layer  a t  
the start of the flare. 

3. The use of a flare bleed can increase the value of Cm/zst 

and allow the r ea l i za t ion  of high values of Cm/Est over an extended 

Reynolds number range, and therefore  can increase the effect iveness  of 
the use of a f lare as a drag brake. 

4. Under the conditions of these t e s t s  the r a d i a l  dimension of the 
bleed was of prime importance, the a x i a l  dimension being of l e s s e r  
importance. 

5. The pressures on the surface of the flare may be approximated 
from the  angles between the  separated boundary layer  and the flare wall 
a t  reattachment by assuming two-dimensional wedge flow a t  the  start of 
separation and a t  reattachment. 

6. The heat  t r ans fe r  t o  the f l a r e  i n  the region behind reattach- 
ment may be approximated by assuming the boundary Layer t o  start a t  
the  point of reattachment and by using the proper l o c a l  stream condi- 
t i ons  and a su i tab le  f l a t -p l a t e  theory. 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley Field, Va. ,  October 11, 1960. 
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I$, - 6.0 x 10' RL - 7.0 x lo6 I$, - 7.0 X lo6 

RL = 4.9 x lo6 RL - 5.0 X 10' I 4.8 x 106 

RL = 3.3 x 1B #y = 3.4 x 16 6 
RL I 3.5 x 10 

RL I 1.8 X 10' RL= 1.9 X lo6 RL = 1.8 x lo6 

ry = 1.1 x lob ry = 1.1 x 106 l$, = 1.0 x 106 

(a) x/D = 0; (b) x/D = 0.032; ( c )  x/D = 0; 
y/D = 0. y / D  = 0. y / D  = 0.032. 

L-60-6942 
Figure 3.- Schlieren photographs of f l o w  over models w i t h  sharp-leading- 

edge f l a r e .  
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RL I 7.1 X lo6 = 6.0 x lo6 

RL = 5.1 X lo6 

1 

RL I 2.0 X 10' 

RL = 1.0 x lo6 

( d )  x/D = 0.032; 
y/D = 0.032. 

RL - 5.0 X lo6 

Ip. = 1.6 X 10' 

i A 

RL = 1.1 x IO6 

RL = 5.7 X lo6 

% - 3 . 3  x Id 

RL = 1.8 x lo6 

RL = 0.9 X lo6 

( e )  X/D = 0.172; ( f )  x/D = 0.172; 
y/D = 0.032. Y/D = 0.032. ( f l o w  

blocked i n  f l a r e ) .  

Figure 3. - Concluded. L- 60 - 6943 
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RL - 7.2 X lo6 RL I 7.0 X lo6 RL = 6.8 x lo6 

RL - 5.8 x lo6 - 4.9 x 106 RL = 5.2 x lob 

5. = 3.7 x Id) RI, = 3.5 X lo6 P 3.4 x lot 

RL = 1.9 X lo6 RL - 2.0 X 10' RL = 1.9 X 10' 

5. = 1.0 x 106 % = 1.0 x 106 = 0.9 X lo6 

(a)  x/D = 0.030; (b)  x/D = 0.030; ( c )  x / D  = 0.062; 
y/D = 0. y/D = 0.032. y/D = 0.032. 

L-60-6944 
Figure 4.- Schlieren photographs of flow over models with blunt-leading- 

edge f l a r e .  
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= 6.7 x lo6 RL = 6.9 x 10' 

9. i 5.6 x lo6 RL = 5.0 X lo6 

P,, = 3 . 3  x 106 

RL = 1.9 X lo6 

iy = 1.0 x 106 

(d )  x/D = 0.202; y/D = 0.032. 

5. = 3.4 x 106 

RL = 1.8 x 106 

RL = 0.9 X 10' 

( e )  x/D = 0.202; y/D = 0.032 
(flow blocked i n  flare ) . 

27 

Figure 4. - Continued. L-60-6945 
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RL - 7.1 x 10’ 

RL = 3.1 X IOL 

R; s 1.7 X 10‘ 

RL = 5.P x 10’ 

RL = 3.3 X 1G6 

% = 1.0 x l o b  

(f) x/D = 0.048; y/D = 0.063. 

Figure 

= 1.1 x Id; 

( g )  x/D = 0.094; y/D = 0.065. 

4. - Continued. L-60-6946 
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9 . 7.4 x 106 

= 5.3 x 106 

% - 3.5 x 106 

% - 1.9 X lo6 

% - 1.1 x 106 

29 

RL = 7.3 X lo6 

RL - 5.0 X lo6 

5. - 3.7 x 18 

RL - 1.9 X lo6 

RL - 0.8 x 106 

(i) x/D = 0.159; y / D  = 0.065 
( f l o w  blocked in f la re ) .  

Figure 4. - Concluded. L- 60- 6947 

COTFIDENTIAL 



CONFIDENTIAL 

' I  
' i  

I 

4 



CONFIDENTIAL 

/ , ’/‘ 
I / 
I , 

/’ 
/ 

/ 
I , 

I-. 

i 

CONFIDENTIAL 



9' 

0 e 0..  .s 
e *  e m  * i  . m e  ..e . e .  
e. ..e e.. e . . e  0 e ..e. 
. e  0 .  . 4 .  0 0..  . e . C .  .. ... c . e. w . .e. .* .e. e *  

e *  ..e .e. e m e  .e 

CONFIDENTIAL 

I 
! 1 

9 ? '4 -f o! 
P u 

CONFIDENTIAL 



(I 
I 

I 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
1 
I 
I 
I 
I 
I 
I 
I 

CONF'IDENTW 33 

N - N i  

11 
3 

n 
P 
v 



34 

ya oo%% 
9 9  

X I 0  o%o% 
9 9  

0 ooa 

--T 
0 

CONFIDENTIAL 



l 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

/- 

2 
m 

X 

$2:;: 

N N  a0 O O r n V l  
9 9  

X I 0  o%o% 
9 9  

onoa 

 CONFIDENT^' 

7 
I 

-T I 

1 N rD 

P 
0 

35 

CONFIDENTIAL 



36 

............... ....... . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . .  ........................ 
CONFIDENTIAL 

0-1 
144 
... 

! 
I 

1 

9 ? -f. N 
P " 

CONFIDENTIAL 



yo 0%%3 
9 9 9 9  

CONFIDENTIAL 

'9 

C ONF'IDENTIAL 

37 

X 

rl 

h 

P 
v 



38 

O O a A v D  a 

I -  

9 
I I 

? 

0 
f '9 0: 2 4 

P 

0 

u 

CONFIDENTIAL 



A’ 
W 
3 

d x  

I 
I , 
h 

CONFIDENTIAL 39 

n a 
W 

C0NFIDE;TJTIAL 



40 

? 

c 

n 
a, 

W 

0 

CONFIDENTIAL 



0.  0 8 .  0 0 . .. 0 .  8 0.. . 0 . 0  0 .  
8 8 8  8 . .  0 . .  . 0 8  0 .  0 8  
. 8 . 8  8 a 8 .  . 8 0 . 8  8 . .  0 8  ... . 0 ... . 0 . 0  0 .  8 .  
0 8  O b *  m. 0.0  . a a. 0 .  8 8 . 0.. 8 .  

CONFIDENTIAL 

I 

3 '4 '4 f N 

n 
0 

0 

9 

0' 

m 

5 

4 

n 

! 

? 

-I 

3 

41 

CONFIDENTIAL 



42 

I Q  

\ 

\ 
\ 

\\ \ 

4 -  
0 

\ 
\ 

C \ 

o \  
\ 
I 
I 

a 
al 

!a n 
0 

CONFIDENTIAL 



....... ............... . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . .  ........................ 
CONFIDENTIAL 

I 
IO 
I 
I 
I 

90 
I + 
\ Q  

\ 
\ 

\ 
a \  

\ 

\ 
\ 
\ 
\ 

'\\ 

1 N 

4 
CONFIDENTIAL 

43 



44 

............... ....... . . . . . . . . . . . . . . . .  
o m  0 8 .  a m .  8 8 0 .  e . e . .  . . . . . . . . . . . . . . . .  ........................ 

CONFIDENTIAL 

v)’”” r ,F r 0 

1% 

-. //@ .’ .~ I 

c 

13 

L 

I I  

‘4 

e I 
N 

0 
0 

P -. 

N 
0 

0 

$ 
0 

0 . 
0 

FI . 
- 

I I I -  

5.8 $ 

CONFIDENTIAL 



CONFIDENTIAL 

'0, '0" 

OOOrl 

0 
17 

I I I  I 1 

0 
0 
0 

10 
0 

c 
N 

Ti a 

0 
-P 

I 

45 

CONFIDENTIAL 



e. e.. e 0.. . .e 0 .  . . . .e. e. 
e .  e .  0 .  e e . .  . e .  0 . .  
e .  m e .  m e .  e .  e . m e .  
0 .  e .  . e .  . 0.0 . e e . .  

0 .  e.. e . e .e e. e . e.. e. .e. .e  

46 CONFIDENTIAL 

e 

10 
2 -1 '4 

0 

P . 
s ;  

S 

I 1 I l l  I 

s a  I 
0 M i  . : : - f  

;=: 
" I I 1 

1 0 1 0  
2 2  

'4 

0 

n 
f 

. 

I 

CONFIDENTIAL 



47 CONFTDENTIAL 

4 c 
a, 
d 
0 
.rl 
k 
k 
a, 
0 
0 

k 
a, 
k 

2 
1 

--t- 

-P c 
a, 
.rl 
0 
d 
k 
k 
a, 
0 
0 

?? a 

0 

5t- 
a .rl a 

cl 4 
.rl 

\ 
L 

\ 
\ 
I 
I 
I 

e. 00%%?%2 
O O d O d  . . . . .  

I 
I _  
I 
I 
I 

k 
0 
0 
.rl 

3 
I 

oowooa 

0 f 
d 

0 
CU ri 

0 
0 rl 

0 UI 0 m 0 0 0 
3 cu 

NASA - Langley Field, Va. L-1221 CONFIDENTIAL 



47 

4 
E: 
a, 

-8-4 
0 
d 
k 
k 
aJ 
0 
0 

k 
a, 
k 
v1 
E: 
cd 
k 

k 
0 

NASA - Langley Field, Va. L-1221 CONFIDENTIAL 


